
APPENDIX B

(1)  FEDERAL AVIATION REGULATION PART 93, SUBPART M
(2)  RECOMMENDED STANDARD VFR ARRIVAL & DEPARTURE

PROCEDURES & PATTERNS



PART 93--SPECIAL AIR TRAFFIC RULES AND AIRPORT TRAFFIC PATTERNS

Subpart M--Ketchikan International Airport Traffic Rule

Source: Docket No. 14687, Amdt. 93-33, 41 FR 14879, Apr. 8, 1976, unless
otherwise noted.

Sec. 93.151  Applicability.

This subpart prescribes special air traffic rules and communications
requirements for persons operating aircraft, under VFR--

(a) To, from, or in the vicinity of the Ketchikan International Airport or
Ketchikan Harbor.

(b) Within the airspace below 3,000 feet MSL within the lateral boundary of
the surface area of the Ketchikan Class E airspace regardless of whether that
airspace is in effect.

[Docket No. 26653, Amdt. No. 93-63, 56 FR 48094, Sept. 23, 1991, as amended
at 58 FR 32839, June 14, 1993; Amdt. 93-64, 56 FR 65662, Dec. 17, 1991; 57 FR
11575, Apr. 6, 1992; 58 FR 32839, June 14, 1993]

EFFECTIVE DATE NOTE: Amdt. 93-64, 56 FR 65662, Dec. 17, 1991; 57 FR 11575,
Apr. 6, 1992, as amended at 58 FR 32839, June 14, 1993, revised the
introductory text of Sec. 93.151 effective September 16, 1993. For the
convenience of the user, the superseded text in effect until Sept. 16, 1993,
is set forth as follows:

Sec. 93.151   Applicability.

This subpart prescribes special air traffic rules and communications
requirements for persons operating aircraft, under VFR--

(a) To, from, or in the vicinity of the Ketchikan International
Airport or Ketchikan Harbor.

(b) Within that airspace below 3,000 feet MSL within the lateral
boundary of the surface area of the Ketchikan Class E airspace
regardless of whether that airspace is in effect.

[Doc. No. 26653, 56 FR 48094, Sept. 23, 1991, as amended by Amdt. 93-64,
58 FR 32839, June 14, 1993]

Sec. 93.153  Communications.

(a) When the Ketchikan Flight Service Station is in operation, no person
may operate an aircraft within the airspace specified in Sec. 93.151, or taxi



onto the runway at Ketchikan International Airport, unless that person has
established two-way radio communications with the Ketchikan Flight Service
Station for the purpose of receiving traffic advisories and continues to
monitor the advisory frequency at all times while operating within the
specified airspace.

(b) When the Ketchikan Flight Service Station is not in operation, no
person may operate an aircraft within the airspace specified in Sec. 93.151,
or taxi onto the runway at Ketchikan International Airport, unless that
person continuously monitors and communicates, as appropriate, on the
designated common traffic advisory frequency as follows:

(1) For inbound flights. Announces position and intentions when no less
than 10 miles from Ketchikan International Airport, and monitors the
designated frequency until clear of the movement area on the airport or
Ketchikan Harbor.

(2) For departing flights. Announces position and intentions prior to
taxiing onto the active runway on the airport or onto the movement area of
Ketchikan Harbor and monitors the designated frequency until outside the
airspace described in Sec. 93.151 and announces position and intentions upon
departing that airspace.

(c) Notwithstanding the provisions of paragraphs (a) and (b) of this
section, if two-way radio communications failure occurs in flight, a person
may operate an aircraft within the airspace specified in Sec. 93.151, and
land, if weather conditions are at or above basic VFR weather minimums.

[Docket No. 26653, Amdt. No. 93-63, 56 FR 48094, Sept. 23, 1991]

Sec. 93.155   Aircraft operations.

(a) When an advisory is received from the Ketchikan Flight Service Station
stating that an aircraft is on final approach to the Ketchikan International
Airport, no person may taxi onto the runway of that airport until the
approaching aircraft has landed and has cleared the runway.

(b) Unless otherwise authorized by ATC, each person operating a large
airplane or a turbine engine powered airplane shall--

(1) When approaching to land at the Ketchikan International Airport,
maintain an altitude of at least 900 feet MSL until within three miles of the
airport; and

(2) After takeoff from the Ketchikan International Airport, maintain runway
heading until reaching an altitude of 900 feet MSL.






























